
434

46 CFR Ch. I (10–1–98 Edition)§ 199.05

with the provisions of the regulations
in this part.

[CGD 84–069, 61 FR 25313, May 20, 1996, as
amended at 63 FR 52816, Oct. 1, 1998]

EFFECTIVE DATE NOTE: By CGD 84–069, 63
FR 52816, Oct. 1, 1998, § 199.03 was amended by
revising paragraphs (b) (9) and (10), effective
Nov. 2, 1998. For the convenience of the user,
the superseded text is set forth as follows:

§ 199.03 Relationship to international stand-
ards.

* * * * *

(b) * * *
(9) The requirements for guarding of falls

in §§ 199.153 (d) and (f) must be met.
(10) The winch drum requirements de-

scribed in § 199.153(e) must be met for all sur-
vival craft winches, not just multiple drum
winches.

* * * * *

§ 199.05 Incorporation by reference.
(a) Certain material is incorporated

by reference into this part with the ap-
proval of the Director of the Federal
Register under 5 U.S.C. 552(a) and 1
CFR part 51. To enforce any edition
other than that specified in paragraph
(b) of this section, the Coast Guard
must publish notice of change in the
FEDERAL REGISTER; and the material
must be available to the public. All ap-
proved material is available for inspec-
tion at the Office of the Federal Reg-
ister, 800 North Capitol Street NW.,
Suite 700, Washington, DC, and at the
U.S. Coast Guard, Lifesaving and Fire
Safety Division (G–MSE–4), 2100 Second
Street SW., Washington, DC 20593–0001,
and is available from the sources indi-
cated in paragraph (b) of this section.

(b) The material approved for incor-
poration by reference in this part and
the sections affected are as follows:

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

100 Barr Harbor Drive, West Conshohocken, PA 19428–2959
ASTM D93–94, Flash Point by Pennsky-Martens Closed Cup

Tester.
199.261; 199.290

ASTM F1003, Standard Specification for Searchlights on Motor
Lifeboats, 1986 (Reapproved 1992).

199.175

ASTM F1014, Standard Specification for Flashlights on Vessels,
1986.

199.175

INTERNATIONAL MARITIME ORGANIZATION (IMO)

Publications Section, 4 Albert Embankment, London, SE1 7SR,
United Kingdom

MSC Circular 699, Revised Guidelines for Passenger Safety In-
structions, 17 July 1995.

199.217

Resolution A.520(13), Code of Practice for the Evaluation, Test-
ing and Acceptance of Prototype Novel Life-saving Appliances
and Arrangements, 17 November 1983.

199.40

Resolution A.657(16), Instructions for Action in Survival Craft,
19 November 1989.

199.175

Resolution A.658(16), Use and Fitting of Retro-reflective Mate-
rials on Life-saving Appliances, 20 November 1989.

199.70; 199.176

Resolution A.760(18), Symbols Related to Life-saving Appliances
and Arrangements, 17 November 1993.

199.70; 199.90

Resolution MSC.4(48), International Code for the Construction
and Equipment of Ships carrying Dangerous Chemicals in
Bulk (IBC Code), 1994.

199.30; 199.280

Resolution MSC.5(48), International Code for the Construction
and Equipment of Ships carrying Liquefied Gases in Bulk,
(IGC Code), 1993.

199.30; 199.280

[CGD 84–069, 61 FR 25313, May 20, 1996; 61 FR 40281, Aug. 1, 1996, as amended by CGD 96–041,
61 FR 50735, Sept. 27, 1996; CGD 97–057, 62 FR 51051, Sept. 30, 1997]

§ 199.07 Additional equipment and re-
quirements.

The OCMI may require a vessel to
carry specialized or additional lifesav-

ing equipment other than as required
in this part if the OCMI determines
that the conditions of a voyage present
uniquely hazardous circumstances that
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Coast Guard, DOT § 199.10

are not adequately addressed by exist-
ing requirements.

§ 199.09 Equivalents.
When this part requires a particular

fitting, material, or lifesaving appli-
ance or arrangement, the Commandant
(G–MSE) may accept any other fitting,
material, or lifesaving appliance or ar-
rangement that is at least as effective
as that required by this part. The Com-

mandant may require engineering eval-
uations and tests to determine the
equivalent effectiveness of the sub-
stitute fitting, material, or lifesaving
appliance or arrangement.

§ 199.10 Applicability.
(a) General. Unless expressly provided

otherwise in this Chapter, this part ap-
plies to all vessels inspected under U.S.
law as set out in Table 199.10(a).
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